[bookmark: _GoBack]MQTT配置优化及异常处理说明


1 、将安装包(下载: https://share.weiyun.com/5qrb3fB  或正将 web 系统中)解压到 文件夹中 ，如: D:\MQTT ，如下图所示 ：
[image: IM 1]
2 、Win + R [image: IM 2] cmd ，启动命令行窗口(最好用管理员身份运行) ，输下图所示命令
进入 EMQX 的 bin  目录中 ：
[image: IM 3]
3 、 再输入 emqx console ， 即可以控制台的方式启动 EMQX 了 ，如下图所示 ：
[image: IM 4]
如果启动成功 ，会弹出控制台窗口(erlang) ，如下图所示 ：

[image: IM 5]
4 、   控制台窗口关闭后 ，MQTT 服务也就中止了 ，所以 ，可以将 EMQX 的控制
台隐藏启动(windows 系统注销时仍然会被关闭) 。操作如下 ：
EMQX 服务启动:

emqx start
EMQX 服务停止:

emqx stop
5 、   安装完成后 ，本机可通过 http://localhost:18083/  打开 EMQ 控制台 ，查看
及修改基本配置 。默认帐号密码: admin / public
6 、   EMQX 默认允许匿名通讯 ，默认 TCP 监听端口为 ：1883 ，WS 监听端口为 ：
8083 ，其他更多配置及 ACL 策略可查询官方文档 ：
7、 MQTT安装异常处理说明：
如果在执行安装过程中弹出以下错误：
[image: C:\Users\陈单伟\Desktop\t01d98263846ead9638.pngt01d98263846ead9638]
此时停止安装MQTT，依次安装以下两个vcredist组件：
[image: QQ截图20211008100822]
安装完成后，重新执行上述MQTT安装步骤，一般情况下，此时已能够正常执行安装；若依然报错，打开控制面版，选择程序和功能，找到已安装的两个vcredist组件,分别右键vcredist的相关条目——注意选择正确的2013版本——选择“更改”，在弹出的对话框中选择“修复”；x86和x64版本都执行这个操作；然后再重新安装MQTT即可正常运行[image: QQ截图20211008101345]
8、 MQTT设置开机启动：
执行上述步骤安装成功后，按Win+R,调出运行
[image: QQ截图20211008102627]

输入shell:startup,点击确定，将mqtt批处理程序粘贴至开机启动项文件夹[image: QQ截图20211008102844]
即可成功设置为开机启动MQTT.
注意事项：MQTT的安装路径需与以下路径相符，才可直接使用此批处理文件，否则需修改此批处理文件路径，使其与安装路径相符
[image: QQ截图20211008102532]
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[ErLang/0TP 22 [erts-10.4] [64-bit] [smpekch] [ds:chzi0] [async-threads:az] 3

tarting engx on node enqx@127.0.0.1
WARNING REPORT==== 19-Jun-2019. :57.899000
S_HON (cpu_sup) called by <0.331.0>, unavailable

WARNING REPOR 19-aun-2019. :57.959000
etting Ranch options together with socket options is deprecated. Please use the
new nap syntax that allows specifying socket options separately From other opti

Start http:managenent listener on 8880 successFully.
“VARNING REPORT--=~ 19-Jun-2019 8219000

setting Ranch options together with socket options is deprecated. Please use the
new nap syntax that allows specifying socket options separately from other opti

tart http:dashboard listener on 18683 successfully.
tart mqttitcp listener on 127.0.0.1:11883 successfully.
tart mqttitcp listener on 0.0.0.0:1883 successfully.
WARNING REPORT==-= 19-Jun-2019: :08:20:58.229000

etting Ranch options together with socket options is deprecated. Please use the
new nap syntax that allows specifying socket options separately From other opti

tart mqtt:us listener on 9.9.0.0:8083 successFully.
Start mqttissl listener on .0.0.0:8883 successfully.
VARNING REPORT==== 19-Jun-261 8220000

etting Ranch options together with socket options is deprecated. Please use the
new nap syntax that allows specifying socket options separately From other opti

tart mqttiuss listener on 0.0.0.0:
|EMQ X Broker 3.0.9 is running nows

4 successfully.





